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	No. de pieza	 2701157
	
	Descarga	
 2701157 Descarga




	
	Tamaño del archivo	   70.54 Kbytes
	
	Page	  5 Pages 
	
	Fabricante Electrónico	 PHOENIX [PHOENIX CONTACT]
	
	Página de inicio	 http://www.phoenixcontact.com
	
	Logo	 
	

		

	
	Descripción Electrónicos	 Inline analog input terminal, version for extreme conditions, complete with accessories (connector plug and labeling field), 2 inputs, 0 - 20 mA, 4 - 20 mA, 짹20 mA, 0 - 10 V, 짹10 V, 2-conductor connection technology 










	

2701157 Datasheet (PDF)






	
 
	
Descarga Datasheet








	
	No. de pieza	 2701157
	
	Descarga	 2701157 Click to download




	
	Tamaño del archivo	   70.54 Kbytes
	
	Page	  5 Pages 
	
	Fabricante Electrónico	 PHOENIX [PHOENIX CONTACT]
	
	Página de inicio	 http://www.phoenixcontact.com
	
	Logo	 
	
	Descripción Electrónicos	 Inline analog input terminal, version for extreme conditions, complete with accessories (connector plug and labeling field), 2 inputs, 0 - 20 mA, 4 - 20 mA, 짹20 mA, 0 - 10 V, 짹10 V, 2-conductor connection technology 
	






	2701157 Datasheet (HTML) - PHOENIX CONTACT



  				   
	
			
												



















	Número de pieza similar - 2701157



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

PHOENIX CONTACT	
2701150
	


684Kb / 14P	   Bus coupler - IBS IL 24 BK-T/U-XC-PAC

	
2701151
	


72Kb / 4P	   INTERBUS branch terminal, version for extreme conditions, complete with accessories (connector plug and labeling field), with remote bus branch, 24 V DC

	
2701152
	


85Kb / 5P	   Inline digital input terminal, version for extreme conditions, complete with accessories (connector plug and labeling field), 4 inputs, 24 V DC, 3-conductor connection technology

	
2701153
	


62Kb / 3P	   Supports month-day-year, day-month-year, and year-month-day formats

	
2701154
	


101Kb / 5P	   Maximum permissible load current per sensor: 250 mA
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

PHOENIX CONTACT	
2701219
	


84Kb / 5P	   Inline analog output terminal, version for extreme conditions, complete with accessories (connector plug and labeling field), 1 output, 0 - 20 mA, 4 - 20 mA, 0 - 10 V, 2-conductor connection technology

	
2726285
	


185Kb / 6P	   Inline analog input terminal block, without accessories, 2 inputs, 0-20 mA, 4-20 mA, 20 mA, 0-10 V, 10 V, 2-wire connection method

	
2727831
	


149Kb / 6P	   Inline analog input terminal, without accessories, 8 inputs, 0-20 mA, 4-20 mA, 짹20 mA, 0-10 V, 짹10 V, (also 0-40 mA, 짹40 mA, 0-5 V, 짹5 V, 0-25 V, 짹25 V, 0-50 V), 2-conductor connection method

	
2742748
	


201Kb / 6P	   Inline analog input terminal, without accessories, 8 inputs, 0-20 mA, 4-20 mA, 0-40 mA, 짹20 mA, 짹40 mA, 2 and 3-wire connection method

	
2740818
	


176Kb / 6P	   Inline analog input terminal block, without accessories, 2 inputs, 0-20 mA, 4-20 mA, 짹20 mA, 0-10 V, 짹10 V, 3 dB base frequency at 230 Hz, 2-wire connection method

	
2700838
	


259Kb / 15P	   INTERBUS-ST analog input module, 4 inputs, 0 - 10 V, 짹10 V, 0 - 20 mA, 4 - 20 mA

	
2726298
	


175Kb / 6P	   Inline analog output terminal, without accessories, 1 output, 0-20 mA, 4-20 mA, 0-10 V, 2-wire connection method

	
2701155
	


87Kb / 5P	   Inline digital output terminal, version for extreme conditions, complete with accessories (connector plug and labeling field), 4 outputs, 24 V DC, 500 mA, 3-conductor connection technology

	
2701217
	


57Kb / 4P	   Inline analog input terminal, extreme conditions version, complete with accessories (connector plug and labeling field), 2 inputs, RTD (resistance temperature detector), 2, 3, 4-conductor connection technology

	
2701152
	


85Kb / 5P	   Inline digital input terminal, version for extreme conditions, complete with accessories (connector plug and labeling field), 4 inputs, 24 V DC, 3-conductor connection technology
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