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ACPL-M43T Detalles de producto




	
	
Description

The  ACPL-M43T  is  a  single  channel,  high  temperature, high  CMR,  high  speed  digital  optocoupler  in  a  five  lead miniature  footprint  specifically  used  in  the  automotive applications. The  SO-5  JEDEC  registered  (MO-155)  package outline does not require “through holes” in a PCB. This package occupies approximately one-fourth the footprint area of the standard dual-in-line package. The lead profile is designed to be compatible with standard surface mount processes.


Features

•  High Temperature and Reliability IPM Driver for Automotive Application.

•  30 kV/µs High Common-Mode Rejection at VCM= 1500 V (typ)

•  Compact, Auto-Insertable SO5 Packages

•  Wide Temperature Range: -40°C ~ 125°C

•  High Speed: 1MBd (Typ)

•  Low LED Drive Current: 10mA (typ)

•  Low Propagation Delay: 300ns (typ)
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AVAGO TECHNOLOGIES LIMI...	
ACPL-M43T-000E
	


136Kb / 9P	   Wide Operating Temperature Automotive Digital Optocoupler

	
ACPL-M43T-060E
	


136Kb / 9P	   Wide Operating Temperature Automotive Digital Optocoupler

	
ACPL-M43T-500E
	


136Kb / 9P	   Wide Operating Temperature Automotive Digital Optocoupler

	
ACPL-M43T-560E
	


136Kb / 9P	   Wide Operating Temperature Automotive Digital Optocoupler
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Broadcom Corporation.	
ACFL-5211T-000E
	


312Kb / 12P	   Automotive R2CouplerTM Wide Operating Temperature 1MBd Digital Optocoupler in a Stretched 12-Pin Surface Mount Plastic Package

	
ACPL-K44T
	


59Kb / 2P	   Automotive Wide Operating Temperature 1 MBd Digital Optocoupler in a Stretched 8-Pin Surface Mount Plastic Package

	

AVAGO TECHNOLOGIES LIMI...	
ACPL-K44T
	


59Kb / 2P	   Automotive Wide Operating Temperature 1 MBd Digital Optocoupler in a Stretched 8-Pin Surface Mount Plastic Package

	
ACPL-M43U-000E
	


240Kb / 8P	   Wide Operating Temperature 1MBd Digital Optocoupler with R2Coupler??Isolation

	
ACPL-M43T-500E
	


136Kb / 9P	   Wide Operating Temperature Automotive Digital Optocoupler

	
ACFL-5211U
	


797Kb / 13P	   Bi-directional Wide Operating Temperature 1MBd Digital

	

Broadcom Corporation.	
ACFL-6211T-000E
	


477Kb / 13P	   Automotive High-Speed, Low-Power Digital Optocoupler with R2Coupler짰 Isolation in a Stretched 12-Pin Surface Mount Plastic Package

	
ACFL-6212T-000E
	


477Kb / 13P	   Automotive High-Speed, Low-Power Digital Optocoupler with R2Coupler짰 Isolation in a Stretched 12-Pin Surface Mount Plastic Package

	

AVAGO TECHNOLOGIES LIMI...	
ACPL-M50L-500E
	


165Kb / 16P	   Low Power, 1MBd Digital Optocoupler

	

Broadcom Corporation.	
ACNU-250L
	


1Mb / 11P	   1MBd Optocoupler in 11-mm
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