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ACPL-K43T-060E Detalles de producto




	
	
Description
The ACPL-K43T is a single channel, high temperature, high CMR, high speed digital optocoupler in an eight lead miniature footprint specifcally used in the automotive applications. The ACPL-K44T is a dual channel equivalent of the ACPL-K43T. Both products are available in the stretched SO-8 package outline, designed to be compatible with standard surface mount processes.
Features
• High Temperature and Reliability low speed digital interface for Automotive Application
• Ultra low drive for status feedback at IF = 0.8 mA or 1.5 mA
• 30 kV/μs (Typ) High Common-Mode Rejection at VCM = 1500 V
• Compact, Auto-Insertable Stretched SO8 Packages
• Qualifed to AEC Q100 Grade 1 Test Guidelines
• Wide Operating Temperature Range: -40° C to +125° C
• High Speed: 1 MBd
• Low Propagation Delay: 1 μs max. at IF = 10 mA
• Worldwide Safety Approval:
    – UL 1577 approval, 5 kVRMS/1 min.
    – CSA Approval
    – IEC/EN/DIN EN 60747-5-5
Applications
• Automotive IPM Driver for DC-DC converters and motor inverters
• Status Feedback and Wake-Up Signal Isolation
• CANBus and SPI Communications Interface
• High Temperature Digital/Analog Signal Isolation
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Broadcom Corporation.	
ACPL-K44T
	


59Kb / 2P	   Automotive Wide Operating Temperature 1 MBd Digital Optocoupler in a Stretched 8-Pin Surface Mount Plastic Package

	

AVAGO TECHNOLOGIES LIMI...	
ACPL-K44T
	


59Kb / 2P	   Automotive Wide Operating Temperature 1 MBd Digital Optocoupler in a Stretched 8-Pin Surface Mount Plastic Package

	
ACPL-K453
	


177Kb / 8P	   High Speed Optocoupler

	

Broadcom Corporation.	
ACPL-K453
	


101Kb / 2P	   Optocoupler Option 020 for 5000 V rms/1 Minute Requirement

	

AVAGO TECHNOLOGIES LIMI...	
ACPL-K49T
	


358Kb / 9P	   High Temperature and Reliability low speed digital interface for Automotive Application.
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AVAGO TECHNOLOGIES LIMI...	
ACPL-M49T-000E
	


168Kb / 11P	   Wide Operating Temperature Automotive R2CouplerTM 20kBd Digital Optocoupler Configurable as Low Power, Low Leakage Phototransistor

	

Broadcom Corporation.	
ACFL-5212T-000E
	


343Kb / 12P	   Automotive R2CouplerTM Wide Operating Temperature 20kBd Digital Optocoupler Configurable as Low Power, Low Leakage Phototransistor

	
ACPL-K49T-000E
	


358Kb / 9P	   Wide Operating Temperature Automotive R2CouplerTM 20 kBd Digital Optocoupler Configurable as Low Power, Low Leakage Phototransistor

	

AVAGO TECHNOLOGIES LIMI...	
ACPL-M43T-500E
	


136Kb / 9P	   Wide Operating Temperature Automotive Digital Optocoupler

	

Broadcom Corporation.	
ACFL-5211T-000E
	


312Kb / 12P	   Automotive R2CouplerTM Wide Operating Temperature 1MBd Digital Optocoupler in a Stretched 12-Pin Surface Mount Plastic Package

	

Ultralife Corporation.	
UBBL20
	


496Kb / 2P	   Wide operating temperature range

Rev: G
	
UHR-XR26650
	


882Kb / 2P	   Wide operating temperature range

Rev D
	
UBBL06-01
	


486Kb / 2P	   Wide operating temperature range

Rev: C
	

TXC Corporation.	
AM-SERIES
	


956Kb / 1P	   Wide operating temperature range.

	

Ultralife Corporation.	
U10025
	


675Kb / 2P	   Wide operating temperature range

Rev: L
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